Connector KK § electronic

www.cnkls.com

DIN 41612 Series
KLS1-D2Q 2x10Pin Two row Short B Type

Electrical:

Contact Resistance: 30 mQ Max. Insulator
Insulation Resistance: 1000 MQ Min. at 500 VDC
Withstand Voltage: 1000 VAC for 1 minute
Current Rating: 2 AMP

Volatge Rating: 250 VAC

Operating Temperature: -55°C~+105°C

Material:

Insulator: Glass-filled thermoplastic PBT UL94V-0
Contacts: Male-Brass / Female-Phosphor Bronze
Plating: full gold or selected gold in mating area.
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ORDER INFORMATION

Product No.: KLS1-D2Q-2220-MR
Pos. No. T TL Tail Style: S-4.0mm Straight pin

W1-13mm Straight pin
R-Right pin
Contact Type: M=Male F=Female

Din41612 2x10Pin Two row Short Type
Part Number: 2220/2110/2210/2105

All specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information



Connector KL § electronic

www.cnkls.com
DIN 41612 Series
KLS1-D2Q 2x10Pin Two row Short B Type

Electrical:

Contact Resistance: 30 mQ Max. Insulator
Insulation Resistance: 1000 MQ Min. at 500 VDC
Withstand Voltage: 1000 VAC for 1 minute
Current Rating: 2 AMP

Volatge Rating: 250 VAC o VLLLLLLARD o

Operating Temperature: -55°C~+105°C _

Material: == F

Insulator: Glass-filled thermoplastic PBT UL94V-0 —

Contacts: Male-Brass / Female-Phosphor Bronze
Plating: full gold or selected gold in mating area.

2c.86
! ==
S B @ “@@@@@@@@@@&@
$ A HEEE ==
* | 1.00 o
2817 I
- 600
- L
(U
I (@»)]
| | ﬁL
\ 50) ! =
| L
VUTTETDOT 1
o= 60
2.54 Rk N
39.02+0.3 004
pren | poson|foz win|comtace [ pors
.
3417402 S o T T | ooms
- 2.54mm 43281
dbfeiiiiiiiion] o | B3 | o
j o ‘ ? 10 o b | FidE | 2210
@@ 5.08mm T
@}9 099 05 | o - | BEZ | ar0s

ORDER INFORMATION

Product No.: KLS1-D2Q-2220-F S
Pos. No. T TL Tail Style: S-4.0mm Straight pin

W1-13mm Straight pin
R-Right pin
Contact Type: M=Male F=Female

Din41612 2x10Pin Two row Short Type
Part Number: 2220/2110/2210/2105

All specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information



Connector KL § electronic

www.cnkls.com
DIN 41612 Series
KLS1-D2Q 2x10Pin Two row Short B Type

Electrical:

Contact Resistance: 30 mQ Max. Insulator
Insulation Resistance: 1000 MQ Min. at 500 VDC
Withstand Voltage: 1000 VAC for 1 minute
Current Rating: 2 AMP

Volatge Rating: 250 VAC o VLLLLLLARD o

Operating Temperature: -55°C~+105°C _

Material: == F

Insulator: Glass-filled thermoplastic PBT UL94V-0 —

Contacts: Male-Brass / Female-Phosphor Bronze
Plating: full gold or selected gold in mating area.
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ORDER INFORMATION

Product No.: KLS%-DZQ-ZZZO-TWL’I

W1-13mm Straight pin
Din41612 2x10Pin Two row Short Type

R-Right pin
Part Number: 2220/2110/2210/2105 Contact Type: M=Male F=Female

All specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information



