
KLS14-7DUA-UM-1&UM-5 Quartz Crystal Filter Series

XIV

All specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information

ORDER INFORMATION

Quartz Crystal And Ceramic Resonator

KLS14- UM-1 -X X X

Part Number

Crystal Filter Series Package

Quartz Crystal Filter Series

Frequency

2x (pass band width @ 3dB)

A: 2 poles B: 4 poles

ELECTRICAL SPECIFICATIONS

FEATURE

Center Frequency: 10.7MHZ, 45MHZ

Insertion loss: 2.0dB

Operating temperature: -20ºC~+70ºC

Fluctuation band: 1.0dB

Low insertion loss

High selectivity

APPLICATIONS

UFH and VHF radio

Pagers

Wireless telemetry

Wireless LAN

A (dB)

B(dB)

R t-50

50 Ω
R t-50

S.G .

4 Pole

50Ω MC F MC F

LM
Ct Cc C t

2 Pole

LM
CtCt

S.G .

R t-50 R t-50

50 Ω MC F 50Ω

Output Waveform

Nominal Frequency (F0) [Mhz]

Insertion Loss (dB)

Spurious response (dB)

Ripple (dB)

Attenuation
Guaranteed (dB)

p-.p + Pass Band Width [KHz]

s-.s + Stop Band Width [Khz]

[P- p +

s- s +

][ ]

[ ] [ ]

Test Circuit



KLS14-7DUA-UM-1&UM-5 Quartz Crystal Filter Series

XIV

All specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information

Quartz Crystal And Ceramic Resonator

Quartz Crystal Filter Series


