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Audio And video Accessories

Stereo Jack Series
KLS1-TPJ3.5-007 (SMD Stereo Jack)

Technical parameters:
Rated voltage: DC 30 V

Rated current: 0.5 A
Contactresistance: 0.03Q, max
Insulation resistance: 100MQ, min
Pressure: AC500V (50Hz) / 1minute
Insertion Force :2-20 N

Life: 50000 times

Operating Temperature:-30°C ~ 70°C

Material:
Terminal 1 : CopperAlloy
Terminal 2 : CopperAlloy
Terminal 3 : CopperAlloy
Terminal 10 : Brass
Housing : PABT

ORDER INFORMATION

Product NO.: KLS1-TPJ3.5-007A

Pos. NO.

3.5mm SMD Stereo Jack

—L Schematic: See Annex

14.0
—~12.00~ ‘
I ﬁ TEJZ
i |
n - e |
lb—6.00—- 3.00 0.50(25)d
»y 1.1
. _ 52—
‘ [e——5.2——= ‘_L —{1.6— ‘2.20(5)()»‘ ‘ —
— | —1.00(5%) —1.6 \__/ 4 [
A DETAIL  COPLANARITY W@ /Jg@ /%
7 e A R 70 7 R ] J
88 L #1.1491(2%) | o
5 L 77777 o o | -
: PP X th T
| 3.00 l——6.00— e
o~
s L i
| E— | S — | 2% S—_
e MG) M@ TERMINAL
$3.5 MATE PLUG o6 0 | \_NUMBER
- : SOLDER
9 PADS
RECOMMENDED
SOLDER PAD LAYOUT
MODEL NO.| TPJ3.5-007 | TPJ3.5-007A | TPJ3.5-007B | TPJ3.5-007C | TPJ3.5-007D
01 o1 o1 O 1 o1
w—03 w—>03 w—>03
SCHEMATIC ﬁ ;—owo ﬁ V 3 ﬁ o0 ﬁ ﬁ 1—010
N o2 N—202 N 02 N—02 N2
04 04

All'specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information



