Kls g!t/actronic

Ethernet Connectors
www.chkls.com

SFP*XFP*QSFP/QSFP+ Connectors
KLS1-SFP+01
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1. TERMINAL: COPPER ALLOY : S| =
2. HOUSING: LCP UL 94V—0. COLOR: BLACK g I i - 4 <
PLATING: E 3 —
1. 1.27um MIN. Ni UNDERPLATING. LT R L o
2. D.76um MIN. MATTE TIN PLATING ON SMT. iinnninn NN 0.85

3. 0.38um OR 0.76um MIN. GOLD PLATING ON
CONTACT AREA.

MECHANICAL REQUIREMENT:

1. DURABILITY: 100 CYCLES MIN.

2. INSERTION AND EXTRACTION FORCE: 40N MAX & 11.5N MAX

ENVIRONMENTAL:

1. CONTACT RESISTANCE: 20 MILLIOHMS MAX INITIAL.

2. DIELECTRIC WITHSTANDING VOLTAGE: 300V AC/MIN.

3. OPERATION: —40°C~+85'C.

4. STORAGE: —55°C~+105C.

5. REFLOW SOLDERING TEMPERATURE:255~265" MAXIMUM
FOR 5~10 SECONDS.

6. ROHS COMPLIANT

ORDER INFORMATION

KLS1-SFP+01

All specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information
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