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Male insert CLontact | Rated Rated |Withstand |Insulation | Contact Contact
(mating side) code Current | Voltage |volfage |resistance [resistance | Diamter
16.0
@ 02 7 | 250 1500 (1500 5 s15 65
— 30 |- 7
15 1
018.0
Q 03 7 | 250 1500 |1500 5 s15
NHE 3
G 04 7 | 250 1500 |1500 5 s15 =
Panel mount
Q 05 6 | 250 |1500 (1500 5 s1.5 -
SwW21
O-rings
Q 5A 5 150 500 1000 5 #1.5
7\
@ 06 5 | 250 1500 (1500 5 #1.5 A v
@ 07 5 150 800 1000 5 #1.5 >~
¢ 08 5 150 |500 |1000 | 5 |#15 Front view Back view
@ 12 5 150 500 1000 3 1.0
Material:
@ n 5 {50 |s00 lwoo | 3 |e10 SHELL Housing: ~ Zinc alloy, Nickel plated
Order information Insert Housing: ~ PA66+GF 20%
! \Qm\m 26351 X Contact: Brass, Silver plated
A - - - Termination: Solder
.v w fe 5 30 500 11000 3 #1.0 Locking: Threaded Coupling
Version: Straight
L: RolS . Mating life: 500 cycles
19 5 150 500 1000 3 1.0 B1: (0911P67 Soldering,
Panel mount,Rear lock, Male Pin P rating: P57
Yot Confacts Code Cable Diameter: #6.0 #8.5mm
24 5 50 500 1000 3 20.5 Temperature Range:-25°C . 80°C
GENERAL TOLERANCE ANGLE TOLERANCE ,
UNIT 2 v v acl M | 29 | mm ¥ 060 .50 Descrpron Soldering mo\.qa.mlowm,wn:m\ mount,Rear lock,
X 038 X 130 Male, (0971 Miniature Circular
XX 2025 XX 22° KLS P/N: KLS15-253-B1
Draw by: proJeCTION |—F
Check b.v\ UNITS mm
wrs " 1 KLS ELECTRONIC €O ., LTD.
1 2 3 4 5 6 _ 7 _ 8




