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Forward Voltage Luminous
A Peak Ve/Seg. Intensity k/Seg. A
PACKAGE DIMENSION mm INTERNAL CIRCUIT DIAGRAM Color | Emitting | Wavelength
Code Color Typ. Max. Min. Typ.
nm 4 mcd
wr | U 640 2 25 40 60
B Red B
10° 124 10.0 UE Orange 615 2 25 40 60
~ ,.H\ / T Common Cathode g -
~
|| / / i i L _KL 59_0_8027 A 3% H Red 623 225 2.5 0.4 0.8 ||
1 N 1 ~ vo | Amber 605 2 25 | 40 60
Z S QQQ uy Yellow 590 2 25 40 60
C ST ] a
/ / / / g N uG Green 568 2.1 25 25 40
N
< — Ol = —1 pg | FPure 525 33 | 38 | mo | 20
| Green |
BiN.1 18.0 UB Blue 465 33 3.8 40 100
3580 uw White 33 38 200 500
D D
Electro/Optical Characteristics lr=20mA Ta=25°C
— Order information —
0iG.1 Df-z Common Anode
£ N S L -KLS9-D-8021 Bx L-KLS9-D-80 21 AXX-X X £
F G T
> Y L
] 2ot U £ U AlB|C|D RoHS Reflector surface color [
254x4=10.76 ¢ O W > O J} Digit Mode : [al'ar Code:
I D P : Character Height DOrive Mode:
9 8 6 Digit Number: Common Cathode
F 1-single digit Common Anode F
2-Dual digit Model Number:
3-Three digit
4-Four digit |
Maximum Ratings Ta=25°C (Derate above 25°C)
lﬁl’;a Orange Red Amber | Yellow | Green GP ure Blue White
G Characteristic Test Condition | Symbol | Units € reen G
UHR UE H Yo uy uG PG uB uw —
Tolerance: +0.25mm Description: 0.8"Sin g le D /'_q it
L Pulse Forward Current Per Seg. | Wiy acte e | mAa | 100 100 50 100 100 100 100 100 100 unless stated
PROJECTION | @t 7 Segment DISPLAYS
OC Forward Current Per Seg. Ir mA 30 30 5 30 30 30 30 30 30 UNITS mm KLS P/N: | L —KL 59—0—8027XXXXX
|| Reverse Current Per Seg. Va=5V Ir A ) ) ) ) 10 0 0 1 ) SHEET SIZE | A4 KLS H
Draw data 2018-1-25 - :
Power Dissipation Po | mw | 65x8 | 65x8 | 40x8 | 65x8 | 65x8 | 75x8 | 110x8 | 120x8 | 120x8 Check data | 20125 1B NingBo KLS ELECTRONIC £O,LTD.
/ 2 3 4 5 6 | 7 | 8




/ | Vi 3 4 | 5 | 6 7 8

Forward Voltage Luminous
PACKAGE DIMENSION mm INTERNAL CIRCUIT DIAGRAM cotor | mitting | we V’;’j‘;’n‘gm Ve/Seg. Intensity h/Seg.
Code Color Typ. Max. Min. Typ.
m v med
f'_o 1240 UHR ‘ﬁ:;" 640 2 25 | 40 60
/ % Common Cathode UE | Orange 615 2 25 40 60
/l / <1/ [ DIG 1 DIG.2 | -KLS9-D-8021 Cx H Red 623 225 25 0.4 0.8

v
OQ
20.30(0.8")
25.80

Pure

PN
A
U NG~ NG~ 1% 7?3 Yo Amber 605 2 25 40 60
N 0I6.1 DIG.2
g U U F U G U B - Uy | Yellow 590 2 25 40 60
[] U S “TBTETET ETF T%{ATET[T‘TETF Tﬁ?% UG | Green 568 21 25 25 40
DO ¢ | £ C 61532 11817 4 11108 65127 9

I
g
5

S O N O PG Green 525 33 38 150 200
b pp
PIN.1 18.0 UB Blue 465 33 3.8 40 100
75.80 uw White 33 38 200 500
Electro/Optical Characteristics lr=20mA Ta=25°C
Order information
Common Anode
o L-KLS9-D-8021 Dx L-KLS9-D-80 21 CXX-X X
S) -
14 13
“““““““ B ? 061 Q DIG.2
_J ?0.51 RoHS Reflectar surface calor
220 A|B|L| D|E\F|G DAA|B|C| DI E|F|G Digit Mode Color Code:
2.54x8=20.32 ———— 1 15 1181 nwe 6512279 Character Height Drive Mode:

Digit Number: Common Cathode
1-single digit Common Anode
2-Dual digit L Model Number:
3-Three digit
4-Four digit

Maximum Ratings Ta=25°C (Derate above 25°C)
lﬁl’;a Orange Red Amber | Yellow | Green GP ure Blue White
Characteristic Test Condition | Symbol | Units € reen
UHR UE H Yo vy uG PG UB uw D e
I Tolerunce:unles ;g;ilzg lescription: 0.8"Sin g le Di gi s
Pulse Forward Current Per Seg. 0.1ms Pulse width Iep mA 100 100 50 100 100 100 100 100 100 7 Seament DISPLAYS
PROJECTION | @+ g
DC Forward Current Per Seg. Ir mA 30 30 15 30 30 30 30 30 30 UNITS mm KLS P/N: | L-KLS9-D-802TXXXXX
Reverse Current Per Seg. Ve=5V In A 0 0 0 0 10 ) 0 0 ) SHEETSIZE | A4
Draw data 2018-1-25 :
Power Dissipation Po | mWw | 65x8 | 65x8 | 4ox8 | 65x8 | 65x8 | 75x8 | 110x8 | 12048 | 120x8 hech data | z0i8-1-25 NingBo KLS ELECTRONIC LO,LTD.

7 2 3 4 5 6 | 7 | 8




! | 2 3 4 | 5 | 6 7 8
Forward Voltage Luminous
A Peak Ve/Seg. Intensity k/Seg. A
PACKAGE DIMENSION mm INTERNAL CIRCUIT DIAGRAM Color | Emitting | Wavelength
Code Color Typ. Max. Min. Typ.
nm 4 mcd
5 UHR ‘ﬁ:;" 640 2 25 40 60 g
10° 12.4 10.0
- ”ﬁ‘\ / —‘ Common Cathode UE Orange 615 2 25 40 60
A / / i L _KL 59_0_8027 EX H Red 623 225 2.5 0.4 0.8
1 N 0 ~ 70 5 vo | Amber 605 2 25 | 40 60
/ / / / N ? DGt § DiG.2
< % uy Yellow 590 2 25 40 60
C S|\ — A22222222%X32323)32 C
/ /] [/ /] QN AlBICIDIEIFIGIDAA|B|CID|E|F)GIDA UG Green 568 21 25 25 40
N
< — Ol = —1 pg | FPure 525 33 | 38 | mo | 20
- o -3 o o O Green |
PIN.1 4 986 173 2
— 18.0 uB Blue 465 33 38 40 100
5 35 80 uw White 33 38 200 500 5
Electro/Optical Characteristics lr=20mA Ta=25°C
— Common Anode Order information —
0/6.1 DiGZ L-KLS9-D-8021 Fx
E — NI 10 > L-KLS9-D-80 21 EXX-X X E
F G 9 o617 9 DI62 o
”" "" YYYVYYVYVYVYYVYYYVYYY
- - A|B|C|D|E|F|G|DAA|(B|C|D|E|F|G|DA
20.51
] — £ RoHS Reflectar surface color ]
254x4=10.76 ¢ O W > O Digit Mode Color Code:
I - - D P i 986 17359 Character Height Drive Mode:
Digit Number: Common Cathode
F 1-single digit Common Anode F
2-Dual digit Model Number:
3-Three digit
4-Four digit —
Maximum Ratings Ta=25°C (Derate above 25°C)
lﬁl’;a Orange Red Amber | Yellow | Green GP ure Blue White
G Characteristic Test Condition | Symbol | Units € reen G
UHR UE H Yo uy UG PG UuB uw B vy
10 duty cyce Tolerunce:unles ;g;ilzg escription: 0.8 S/ng le Dlgl t
| Pulse Forward Current Per Seg. 0.1ms Pulse width Iep mA 100 100 50 100 100 100 100 100 100
PROJECTION | @t 7 Segment DISPLAYS
OC Forward Current Per Seg. Ir mA 30 30 5 30 30 30 30 30 30 UNITS mm KLS P/N: | L —KL 59—0—8027XXXXX
|| Reverse Current Per Seg. Va=5V Ir A ) ) ) ) 10 0 0 1 ) SHEET SIZE | A4 KLS H
Draw data 2018-1-25 - :
Power Dissipation Po | mw | 65x8 | 65x8 | 40x8 | 65x8 | 65x8 | 75x8 | 110x8 | 120x8 | 120x8 Check data | 20125 1B NingBo KLS ELECTRONIC £O,LTD.
/ 2 3 4 5 6 | 7 | 8




! | 3 4 | 5 6 7 8
Forward Voltage Luminous
A Peak Ve/Seg. Intensity k/Seg. A
PACKAGE DIMENSION mm INTERNAL CIRCUIT DIAGRAM Color | Emitting | Wavelength
Code Color Typ. Max. Min. Typ.
nm 4 mcd
UHR ‘ﬁf;" 640 2 25 40 60
B 10° 12.4 7.4 e B
UE Orange 615 2 2.5 40 60
~ T~ Common Cathode 9
i ] ] - L -KLS9-D-8021 Ix H Red 623 225 | 25 | o4 | o8
] > < P ]
g Yo Amber 605 2 2.5 40 60
S| = N 7"? biG1 i vy | vellow 590 2 25 40 60
| ~ .
C R < N %s AAAKAKR %& C
S AlBICIDIEIF|GIOPIA|B| CID| E|F]G\DP UG Green 568 21 25 25 40
< X O Y O 1 Pure
4 S O O O O PG| oen 525 23 | 38 | B0 | 200
— PIN. 1 7 6 4 1 3 89 2 —
18.0 uB Blue 465 33 3.8 40 100
35.80 uw White 33 38 200 500
D ) — D
Electro/Optical Characteristics lr=20mA Ta=25°C
— Common Anode Order information —
DiG.1 DIG.2
A L-KLS9-D-8021 Jx
F ‘ ’ FIl 6 [/ 10 5 L-KLS9-D-80 2 1 1XX-X X E
" ” " " 9 0iG.1 ?0/5.2 —_
< K
80.50 / /] P / /] c A%zﬂfz(fzafz Efzﬁ?}ﬁ@ﬁ%fﬁ%ﬁa 0P
] 254x4=10.16 < YO % > O RoHS Reflector surface color ||
: o pp S O O O Digit Mode Color Code:
764138692 Character Height DOrive Mode:
Digit Number: Common Cathode
F 1-single digit Common Anode F
2-Dual digit Model Number:
3-Three digit
4-Four digit |
Maximum Ratings Ta=25°C (Derate above 25°C)
lﬁl’;a Orange Red Amber | Yellow | Green GP ure Blue White
G Characteristic Test Condition | Symbol | Units € reen G
UHR UE H Yo uy uG PG uB uw D v
10 duty cyce Tolerance: 1 :O.I‘Zim:;; escription: 0.8 S/ng le Dlgl t
|| Pulse Forward Current Per Seg. | /%Y 9 e | mA | 100 100 50 100 100 100 100 100 100 uness srare 75 FDISPLAYS
PROJECTION | @+ egmen
OC Forward Current Per Seg. Ir mA 30 30 5 30 30 30 30 30 30 UNITS mm KLS P/N: | L —KL 59—0—8027XXXXX
|| Reverse Current Per Seg. V=5V Ik A 0 0 0 0 0 0 0 10 0 SHEETSIZE | A4 H
Draw data 2018-1-25 :
Power Dissipation Po | miw | 65x8 | 65x8 | 4ox8 | 65x8 | 65x8 | 758 | 110x8 | 120x8 | 120x8 hech data | z0i8-1-25 NingBo KLS ELECTRONIC CO.,LTD.
/ 2 3 4 5 6 | 7 | 8
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