2 3 4 6 | 7 8
Material
Insulator:Glass-Reinforced Thermoplastic
;? Contact:Copper Alloy,
S Tin/Lead Plated Over Nickel
&~ [l
Y Electrical
[ [ Voltage rating: 250 V
S Current rating: 1A
| B Withstanding Voltage: 1000 V
103 Insulation resistance: 5000M2.Min.
‘ 254 ‘ 052 Contact resistance: Z5 mQ.max.
Mechanical
Temp. Range: 40 °C ~ + 105 °C
2.54xN+5.46 +0.40 Order Information
254xN+3.35 040 Lo 12508 L-KLST- 219 - XX -S
‘ 254x(N-1) —L
‘ 2.54x(N-1) +0.30 ‘ S-Straight Pin
254 127 .
I | ﬂ No.of pins (03 21 pin)
Series No.
a3 RoHS
‘ 2.54x(N-1) +0.05 ‘ PFOQ@F Cable
; R0.85 ; GENERAL TOLERANCE ANGLE TOLERANCE PROJECTION @ | Description: |
2.54+0.05 X #0.15 X. 5° UNITS mm R
X +0.03 ¥ 130 SHEET SIZE m CONN FFC 2.54mm THR 180
XX 2005 XX 22° KLS P/N: L-KLS1-219-XX-S
/D[B L a)/OU/L Draw by: Date 2018-03-10
Check by Date 2016-03-10 NingBo KLS ELECTRONIC CO.,L TD.
SCALE | [ sweer | | oF |
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1 Z 3 4 5 6 7 8
2.54x(N-1)+5.08
2.54x(N-1) Material
254 127 = Insulator:Glass-Reinforced Thermoplastic
| | Contact:Copper Alloy,
Tin/Lead Plated Over Nickel
~ =
Electrical
= = = = = = = = /_i’_i_\/g_#/ Valfage f'ahhg-' 250 V
U U U / U O U 1 .
Current rating: 1A
Withstanding Voltage: 1000 V
Proper Cable Insulation resistance: 5000M2.Min.
Contact resistance: Z5 mQ.max.
2.54xN+546 +0.40 Mechanical
254xN+3.35 +0.40 Temp. Range: -40°C T 105°C
2.54x(N-1) £0.30 | 5.50
. Order Information
@E@E% L-KLST- 219 - XX -R
! Y
i e e S 57/ —I; R-Right Angle Pin
I I I = No.of pins (03”21 pin)
U ~ Series No.
RoHS
5.88

2.54 0.52

2.54x(N-1) +0.05

| |
i L S8
%(jé R0.85

GENERAL TOLERANCE ANGLE TOLERANCE PROJECTION @ | Description: |
X 2015 X. 15° UNITS mm .
2.54+0.05 X 1003 X e SHEFT SIZE m CONN FFC 2.54mm THR 90
XX 20.05 XX 22° KLS P/N: L-KLS1-219-XX-R
Draw by: Date 2018-03-10

PCB Layouf .

i Check by:: Dafe 2016-03-10 NingBo KLS ELECTRONIC CO.,L TD.
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	L-KLS1-219 180度
	L-KLS1-219 90度

