
100V/s �100V/μs �1KV/μs 10/350μs�1cycles 8/20μs�10cycles 10/1000μs 50Hz�10cycles 1MHz

V V V V KA KA A/cycles A Ω pF ns

L-KLS5-GDT6680-075 75 ±25% ≤500 ≤600 2 20 200/300 10 ≥108 ＜1.5 ≤200

L-KLS5-GDT6680-090 90 ±25% ≤500 ≤600 2 20 200/300 10 ≥108 ＜1.5 ≤200

L-KLS5-GDT6680-150 150 ±20% ≤500 ≤650 2 20 200/300 10 ≥109 ＜1.5 ≤200

L-KLS5-GDT6680-230 230 ±20% ≤600 ≤750 2 20 200/300 10 ≥109 ＜1.5 ≤200

L-KLS5-GDT6680-250 250 ±20% ≤600 ≤800 2 20 200/300 10 ≥109 ＜1.5 ≤200

L-KLS5-GDT6680-350 350 ±20% ≤800 ≤900 2 20 200/300 10 ≥109 ＜1.5 ≤200

L-KLS5-GDT6680-470 470 ±20% ≤1000 ≤1100 2 10 200/300 10 ≥109 ＜1.5 ≤200
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               6.0x6.0x8.0mm SMD
              GAS DISCHARGE TUBE

                L-KLS5-GDT6680-XXX
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