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WIRE 20 18AWG e e |ProseCTION] @—ET- | Description:|
X 227 WNTS__| mm Push-in CAGE type, SMD 6.0mm
" GENERAL  |SHEET SIZE| A4
TOLERANCE |pate | 2018-11-10|kispov | [ -KIS2-184-01P
Installation Drawing X. 05 |Draw | Daniet
X 203 |Check m| NingBo KLS ELECTRONIC CO,LTD.
xx 2025 |sHeer | 1 Jor |1
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RoHS Compliant
MATERIAL
s Insulator:LCP,UL94V-0,WHITE
12.00+0.2 5.55+0.15 240 S ‘ Contacts:Phosphor Bronze, Tin-plated
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NE L | 1 1 | Insulation Resistance:>1000M%
N imJ : F n}“ : o~ ! ! ! ! Rated Voltage:275V AC DC
= S S ! i i ! Rated Current:6.0A AC DC
S =t == N S | o 2.10 i | Withs tanding Voltage:2500V AC/minute
n i i Q9 i : : | Temperature Range: -40 °C T 120°C
! ! | j; |
! ! > | I / |
| | I s # '
| L J
_@@ \ﬁ 1 -~ 4 i - /7_ -
6.00+0.1 0% | L eo0 | Order Information
5.20:0.15 == L-KLS2-L84-02P
Number of Poles
Series No.
Board Layouf
6.000.75 Rotts
NS B
WIRE 20 18AWG e e |ProseCTION] @—ET- | Description:|
X 22° UNITS mm .
7 overaL |sHEET SIZE| A% Push-in CAGE type,SMD 6.0mm
TOLERANCE |pate | 2018-11-10|kispon | | -KI1S2-184-02P
Installation Drawing X 205 |Draw | Daniel
X 203 |Check =% NingBo KLS ELECTRONIC CO,LTD.
xx 2025 |sHeer | 1 Jor |1
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/ 2 3 4 5 6 | 7 8
RoHS Compliant
MATERIAL
s Insulator:LCP,UL94V-0,WHITE
18.0010.2 5.5520.15 240 S ‘ Contacts:Phosphor Bronze, Tin-plated
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3.20+0.15 - L-KLS?2-L84-03P
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X 22 |UNITS mm )
7 v |sHeET SiZE | A Push-in CAGE type,SMD 6.0mm
TOLERANCE |pate | 2018-11-10|kispov | | -KIS2-184-03P
Installation Drawing X. 05 |Draw | Daniet
X 203 |Check =% NingBo KLS ELECTRONIC CO,LTD.
xx 2025 |sHeer | 1 Jor |1
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