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RoHS Compliance

Electrical:
16.16+0.3 1.Voltage Rating:150VAC
LED-L 7.0 LED-R 15.20+0 3 2.Current Rating:15A
475 3.Lontact Resistance:40mQ Max.
‘ ‘ 4.Insulation Resistance:500MQ Min.@500VDC
ﬁﬁ £ 5.Withstanding Resis tance:1000VAC RMS.50Hz Tminute
Materials:
1 Housing:LCP,UL 94 V-0,Black
[ L 2.Terminal:Phosphor Bronze, T=0.3mm
0.1 3.Shielding:Brass, T=0.Zmm,Ni Plating
4.LED-L:Yellow, Tin Plating
5.LED-R:Green, Tin Plating
2.00 Mechanical:
17.9+0.15 837+0.3 1.Durability: 750 cycles Min.
2.PCB Retention pre-solder:1LB Min.
Environmental:
1. Storage:-40°C +85°C
95, 229 2. Operation:-40°C "+80°C
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L-KLS12-SMT18-8P8C-W-Y/G-XX-P

1 e

SMT series—
I Point No:8P8(C
Shield Code:W-With Shield
L LED Code : Left/Right
14 00 Y/G-Yellow/Green
16.08 Plating:
714015 01:Fu” Gold 02:3u” Gold 03:6u” Gold
Recommended PLE Layout 04:15u" Gold 05:30u” Gold
Packing:R-Reel  P-Blister Tray
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ANGLE TOLERANCE | PROJECTION Description: | P J45-8P8C SMD Jack Horizontal
LEDL o, LED-R " &= Mid Mount Hb.2mm with LED
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