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Material:

Standard:PA6T

Contact: Brass
Insulator:Polyester,UL94 V-0

Electrical Characteristics:

Rated Current: JAMP
Contact Resistance: 20m% Max
Withstand Voltage: 1000V ACL/DC
Insulator Resistance: 1000MQ Min

Mechanical
Operating Temperature: -40°C "+105°C

Order Information:
L-KLS1-207-3-XX-S-L 1L 2xL3—§Q

L: RoHS ]
Pin Header Series

207: 2.54mm

Per Row:Three layer

Pin: No. of Pins (03 120/
Type:Straight Pin—————
Size: L1xL2xL3
Plating:
G0=Gold Flash
G10=10u” Gold
G30=30u"” Gold

G1=1u” Gold
G15=15u" Gold

ANGLE TOLERANCE

PROJECTION

Description: |

+3°

SCa=s

2.54x2.5Pin Header
Three layer,Straight Pin,3xN Pin

GENERAL TOLERANCE

UNITS

mm

KLS P/N:

L-KLS1-207-3-XX-S-L 1xL 2xL 3-GO

XX +0.30
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N
wn
~

2.54xNo.of Positions+0.3 2107

/ Material:
2.54x(N-1)Pasitions+0.1 Standard:PA6T
{b’ -q} -q} ﬁ {b— -q} 3 Contact: Brass
Q} {]} Q} 'd} $, _q;_im S Insulator:Polyester,UL 94 V-0
[
D ——— Electrical Characteristics:
| ©
< ~ -q} -q} -q} -q} -q} -q} Rated Current: JAMP
S é‘ ‘ 254x(N-1)Positions ‘ Contact Resistance: 20m% Max
N ‘ ‘ Withstand Voltage: 1000V AC/DC
Insulator Resistance: 1000MQ Min
< 8
DE‘ Recommended P.C.B Layout(Top Side) Mechanical
N (PCB BOARD TOLERANCE=0.05) Operating Temperature: -40°C"+105°C
Max.Processing Temp:230 for 30-60 seconds

(260°C for 5seconds)
L2=6.0+0.25

Order Information:
L-KLS1-207-3-XX-R1-L 7xL2xL3—§Q

T
L: RoHS

Pin Header Series

207: 2.54mm
E v Per Row:Three layer
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Pin: No. of Pins (03" 120)
Right angle Pin:R1 Type

Size: LTxL2xL3
Plating:

L3=120+0.25

254+0.20

|

W W] [
O ] [T
I = Y
O W] [T
O W] [
O W] [T

3.0+0.25

5.08+0.20 3 G0=Gold Flash  G1=1u” Gold
R1 Type g;oozgoouﬁﬁulf’d G75=15u" Gold
Dimension antitheses list (mm) =euhe
ITEM /1 L2 L3 |Plastic Height ANGLE TOLERANCE PROJECTION Description: | 254x25 Pin Header

Standard | 300 | 6.00 | 120 250 3° o= Three layer,Right angle Pin ,3xN Pin

GENERAL TOLERANCE | UNITS mm | KLS P/N: L-KLS1-207-3-XX-R1-L 1xL 2xL 3-GO
Nonstandard | --- | --- | --- - xx 030 SHEET SIZE | A4
X.XX +0.20 Draw: Daniel | 2018-07-10 = N/ngBO KLS EL E[TRUN/[ CU L TD
xxxx 2010 Check:  |Daniet | 2018-07-10 T
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